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MASONRY SAWS ACCESSORIES
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Accessories Item No EAN 13 Code
Adjustable cutting guide 3100 04590 5450248 093961

5 - Electric water pump (JUMBO 900) 3103 04383 5450248 449362

2 - Mechanical water pump (JUMBO 1000) 3103 15541 5450248 350149

Spare parts Item No EAN 13 Code
3 - Belts (set of 3) 3100 04503 5450248 082927

4 - Complete switch 400V 3100 07485 5450248 215868
JUMBO 900 & 
JUMBO 1000

Accessories Item No EAN 13 Code
Tilting conveyor cart 3100 05275 5450248 118343

Spare parts Item No EAN 13 Code
1 - Electric water pump 3100 04500 5450248 082781

2 - Mechanical water pump 3103 25956 5450248 396208

3 - Belts (set of 3) 3100 05390 5450248 120049

4 - Complete switch 400V 3100 07485 5450248 215868
JUMBO 651

5

1

4

2



www.construction.norton.eu 92

masonry saws

CLIPPY’S ADVICE

> Cutting methods :

• Full depth or fixed cutting

In full depth or fixed cutting, the cutting head is locked in a 
fixed position and the material is pushed into it as shown.
 
This technique usually provides greater efficiency than 
merely holding the head down.
It works well with wet diamond blades cutting some soft 
materials. It is less efficient overall than the “Step Cutting” method for most materials, especially 
when using abrasive blades.

• Multiple step cutting

Multiple step cutting consists of moving the conveyor cart with the material to be 
cut back and forward under the rotating blade.

- Place the material to be cut on the conveyor cart firmly against the guide-a-cut 
and the backstop, keeping the hands well away from the blade.

- Start the machine.
- Move conveyor cart forward near the blade and pull down the cutting head 

until blade is lowered to a point where it will lightly contact the surface of the 
material.

- Pass the material beneath with rapid full length strokes, taking a shallow cut 
(approximately 3mm deep as shown on the picture) on the forward. On the 
backward stroke, lift the blade just clear over the cutting line.

- Complete each rapid stroke backward and forward by passing the material be-
yond the centre of the blade before starting the reverse movement of the con-
veyor cart.

NOTE: the harder the material, the more rapid should be the forward and backward strokes.
Step cutting lessens the area of the blade circumference in contact with the material, keeping the blade 
cool, running free and cutting at peak efficiency.

• Be sure the water pump is plugged into the connection on the masonry saw mo-
tor. Make sure the water pump is on before starting a wet-cutting operation.

• Handle on petcock should be turned in line with the water flow. Start motor and 
be certain that both sides of the blade are getting an adequate flow of water.  

• At all times make sure that the water level covers the screen on the bottom of the 
pump. Do not let sludge and dirt get deep enough in the pan to block the pump 
inlet. 

• Clean the water-tray and the pump after use.
• Adapt the infeed speed applied on the diamond blade and the depth of cut to 

prevent over-heating and failure of the motor.
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